
Specifications

Features CR-2 AF CR-2 PLUS AF

Resolution in Megapixels 24 24

Color. Digital Red Free, Digital Cobalt YES YES

FAF photography mode – YES

Anterior photography YES YES

Anterior IR photography a YES NO

Angle of view 45 ° / 2 x digital magnification 45 ° / 2 x digital magnification

Minimum pupil size (SP Mode) Ø 4,0 mm ( Ø 3,3 mm ) Ø 4,0 mm ( Ø 3,3 mm )

Working Distance 35 mm 35 mm 

low flash mode YES YES

Observation light source IR LED IR LED 

Flash light LED Strobo tube

Observation Monitor 3,0 inch LCD Monitor 3,0 inch LCD Monitor 

Video output Full HD on an external monitor Full HD on an external monitor

Auto Focus YES YES

Auto Shot YES YES

Auto Switching 
(from anterior to retina observation) YES YES

Auto Exposure YES YES

Dimensions:  w x d x h (mm) 305  x 500 x 473 305  x 500 x 513

Weight  (kg) 15,0 19,9

Optional Accessories External fixation light (EL-1) External fixation light (EL-1)

For PC requirements please consult our authorised dealer
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Disclaimer: Some features presented in this brochure  
may not be commercially available on all systems  
shown or may require the purchase of additional  
options. Please contact your local Canon Medical  
Systems representative for details.
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