
TECHNICAL SPECIFICATIONS

Laser source: 

Wavelength:
Energy levels/Power:
Pulse duration/Exposure: 
Spot Size:

Repetition rate:
Offset: 
(Anterior and Posterior) 
Pulse mode:

SLT
Q-switched, frequency 
doubled Nd:YAG 
532 nm
0.3 to 2 mJ 
4 ns
400 microns

2.5 Hz
N/A

Single pulse 

Red 635 nm, adjustable intensity
CSO 980 - LED
3 positions: 10x, 16x, 25x 
Air cooled
64.7 (H) x 54 (W) x 48.5 (D) cm
25.5’’ (H) x 21.3’’ (W) x 19’’ (D)
24.15 kg
53.1 lbs
100-240 VAC, 250 VA, 50/60 Hz
N/A

COMMON TO BOTH
Aiming beam:
Slit lamp: 
Magnification:
Cooling:
Size (laser only):

Weight (laser only): 

Power requirements:
Delivery Systems:

AVAILABLE MODELS
Optimis™ Fusion system
Optimis™ Fusion and VITRA 2® SingleSpot laser platform
Optimis™ Fusion and VITRA 2® MultiSpot laser platform

Nd:YAG
Q-switched Nd:YAG  

1064 nm
0.3 to 10 mJ (1 pulse)
4 ns 
10 microns 
(86.4% energy in diameter) 
8 microns FWHM

2 Hz
-150µm, +30µm, +150µm

1, 2 and 3 pulses per shot

Integrated SLT/YAG Platform
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Manufacturer
Quantel Medical
1 Rue du Bois Joli – CS40015
63808 Cournon d’Auvergne – FRANCE
Tel.: +33 (0)4 73 745 745
Email: contact@lumibirdmedical.com
ISO 13485 : 2016

Headquarters
Lumibird Medical
1 Rue du Bois Joli – CS40015
63808 Cournon d’Auvergne – FRANCE
Tel.: +33 (0)4 73 745 745

0459

www.lumibirdmedical.com

QUANTEL MEDICAL   
A brand of

Specifications are subject to change without notice. Non contractual pictures. 
©2020. Optimis™ Fusion is a registered trademark of Quantel Medical and Lumibird Medical. 
All rights reserved.

https://ophthalmology.lumibirdmedical.com/products/optimis-fusion-en
https://www.lumibirdmedical.com/
https://ophthalmology.lumibirdmedical.com/products/optimis-fusion-en

