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TECHNICAL SPECIFICATIONS

STANDARD
CONFIGURATION

h[e(e])] Import patient worklist
. CONFIGURATION Connection 4 USB ports, 1 Ethernet port, 1 HDMI port,
WITH SCREEN FOR & 3 Wifi, Bluetooth
EXAM VISUALIZATION g .
BY THE PATIENT | Screen Color touch screen 15
Computer 1To SSD hard disk, Windows® 10 Enterprise
- Eyelid everter Standard Meibography and
AND o Transillumination Meibography
Temperature 15-30°C
Power supply 110/230 VAC, 50/60 Hz, 500 VA
Dimensions Standard configuration:
. A\
@ e 50¢ 500 mm (W) x 500 mm (H) x 500 mm (D) .
19.68” (W) x 19.68” (H) x 19.68” (D) g
Configuration with secondary screen: = %
600 mm (W) x 500 mm (H) x 500 mm (D) gz
23.62" (W) x 19.68” (H) x 19.68” (D) 5(‘
Weight 15 kg (33.07 lbs) 3,

Manufacturers

Quantel Medical

1, rue du Bois Joli - CS40015

63808 Cournon d’Auvergne - FRANCE
Tel.: +33 (0)4 73 745 745

Email : contact@quantelmedical.fr
ISO 13485 : 2016

Type

Image resolution
Acquisition mode
— Light source

Questionnaires

Grading scales

Accessories in option

Allrights reserved.

Optical imaging platform for ocular
surface diagnosis

Up to 3088 x 2076 px
Photo or video
White LED, Blue LED, Infrared LED

Yellow filter Yes
Focus Automatic or manual
Exams Tear stability, Blinks, Lipid Layer, Tear

meniscus, Standard Meibography and
Transillumination Meibography, Fluo
Stability, Generic

Triage (TFOS-DEWS II™), symptoms (OSDI®,
SPEED™, DEQ-5)
Efron, Oxford, Guillon, Pult

Secondary screen for exam visualization
by the patient (10.1”), examination table
with keyboard drawer
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Lumibird Medical

1, rue du Bois Joli - CS40015

63808 Cournon d’Auvergne - FRANCE
Tel.: +33 (0)4 73 745 745

Find out more about
the products in the
DRY EYE range
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QUANTEL MEDICAL
A brand of

www.lumibirdmedical.com
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Gl‘gph\'c Design:



https://ophthalmology.lumibirdmedical.com/products/Dry-eye

